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FEATURES

INSTALLATION TOOLS

A = Flange Width       C = Flange Size       ∅ = Diameter       H = Fastener Height       M = Bolt Size       P = Fastener Width       PS = Pipe Size Rigid/EMT       RS = Rod Size
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H SERIES HAMMER ON FLANGE CLIPS
For direct attachment of conduit, pipe, cables
and components or suspension by s-hook and jack
chain from structural members.

ASSEMBLIES
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Part Number IN mm Rigid & EMT Coating Lbs. kN

6M24SM 1/8” - 1/4” 3 - 8 3/8” MC/AC ZP 100 25 0.11
6M58SM 5/16” - 1/2” 8 - 14 3/8” MC/AC ZP 100 25 0.11
6M912SM 9/16” - 3/4” 14 - 20 3/8” MC/AC ZP 100 25 0.11
812M24SM 1/8” - 1/4” 3 - 8 1/2” to 3/4” ZP 100 25 0.11
812M58SM 5/16” - 1/2” 8 - 14 1/2” to 3/4” ZP 100 25 0.11
812M912SM 9/16” - 3/4” 14 - 20 1/2” to 3/4” ZP 100 25 0.11
16M24SM 1/8” - 1/4” 3 - 8 1” ZP 100 25 0.11
16M58SM 5/16” - 1/2” 8 - 14 1” ZP 100 25 0.11
16M912SM 9/16” - 3/4” 14 - 20 1” ZP 100 25 0.11
20M24SM 1/8” - 1/4” 3 - 8 1-1/4” ZP 100 25 0.11
20M58SM 5/16” - 1/2” 8 - 14 1-1/4” ZP 100 25 0.11
20M912SM 9/16” - 3/4” 14 - 20 1-1/4” ZP 50 25 0.11
24M24SM 1/8” - 1/4” 3 - 8 1-1/2” ZP 50 25 0.11
24M58SM 5/16” - 1/2” 8 - 14 1-1/2” ZP 50 25 0.11
24M912SM 9/16” - 3/4” 14 - 20 1-1/2” ZP 50 25 0.11
32M24SM 1/8” - 1/4” 3 - 8 2” ZP 50 25 0.11
32M58SM 5/16” - 1/2” 8 - 14 2” ZP 50 25 0.11
32M912SM 9/16” - 3/4” 14 - 20 2” ZP 50 25 0.11

C PS

Part Number IN mm Coating Lbs. kN

2H4 3/32” - 9/64” 2 - 3 ZP 100 160 0.70

4H24 1/8” - 1/4” 3 - 8 ZP 100 200 0.90

4H58 5/16” - 1/2” 8 -14 ZP 100 200 0.90

4H912 9/16” - 3/4” 14 - 20 ZP 100 200 0.90
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• Locates a “portable” 1/4” hole with just
a hammer.

• Installs easily regardless of insulation material.
• Available in assemblies to accommodate threaded

rod or with CADDY M Series clips for conduit or
pipe up to 2” diameter.
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∅ 9/32” (7 mm)


