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Cable/Conduit

  SCH Series

  Fig. #3

  Fig. #2

  Fig. #1

Part 
Number Fig. # EMT 

(in)
Rigid 
(in)

Cable OD 
(in)

Static 
Load 
(lbs)

Standard 
Packaging 
Quantity

SCH8 1  1  /  2  -  - 200 100 
SCH12 1  3  /  4  1  /  2  - 200 100 
SCH16 1 1  3  /  4  - 200 100 
SCH20 1 1  1  /  4 1  - 200 100 
SCH6B 2  3  /  8  - 0.100 - 0.630 200 100 
SCH8B 2  1  /  2  - 0.340 - 0.710 200 100 
SCH12B 2  3  /  4  1  /  2 0.570 - 0.920 200 100 
SCH16B 2 1  3  /  4 0.720 - 1.160 200 100 
SCH20B 2 1  1  /  4 1 1.000 - 1.510 200 100 
SCH24B 2 1  1  /  2 1  1  /  4 1.250 - 1.750 350 50 
SCH32B 2 2 1  1  /  2 1.740 - 2.200 350 50 
SCH40B 3  - 2 2.000 - 2.380 350 25 
SCH48B 3 2  1  /  2 2  1  /  2 2.380 - 2.880 350 25 
SCH56B 3 3 3 2.720 - 3.500 350 25 
SCH64B 3 3  1  /  2 3  1  /  2 3.250 - 4.000 350 10 
SCH72B 3 4 4 3.850 - 4.500 350 10 

  •   One-piece installation – no screws 
or bolts to drop

•   Installs quickly and easily. Requires 
only a screwdriver or nut driver for 
installation

•   Heavy-duty construction with a 
bright zinc fi nish

•  Size 3/8” MC/AC to 4” EMT conduit
•   All sizes available with load 

distribution plate attached to 
screw

•  Surface fi nish: electro zinc plated

  Features

  One-Piece Strut 
Clamp
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