
Conduit Products

Aluminum Rigid Conduit Couplings
Cat. Pipe Std. Approx. Wt. Per Outside
No. Size Ctn. Per Ctn. Per 100 Diam. Length

0343 d" 100 6 6 1.078 1l"
0344 f" 50 5 9 1.328 1e"
0345 1" 30 4 13 1.562 2"
0346 1b" 20 5 19 1.953 2h"
0347 1d" 25 6 23 2.219 2h"
0348 2" 20 7 35 2.750 2a"
0349 2d" 24 22 68 3.281 3a"
0350 3" 16 18 91 3.812 3b"
0351 3d" 12 19 108 4.438 3c"
0352 4" 10 17 142 5.000 3d"
0353 5" BULK Bulk 242 6.219 3f"
0354 6" BULK Bulk 320 7.312 4"

Manufactured to U/L specifications.
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Nominal
Sizes d" f" 1" 1b" 1d" 2" 2d" 3" 3d" 4"

A 4 4d 5f 7b 8b 9d 10d 13 15 16
B 18 18 18 19b 20d 21d 22d 25 27 28
C 6i 6f 8e 10b 11e 14d 16 19b 22f 24
D 2i 2b 2g 3b 3c 5 5d 6b 7f 8
E 14 13d 12b 12b 12b 12 12 12 12 12

Yard Light Elbows Hot Dip Galvanized
Cat. Ctn. Weight
No. Size Qty. Per 100

7791 d" 25 145
7793 f" 25 197
7795 1" 25 316
7796 1b" 10 495
7802 1d" 5 615
7803 2" Bulk 975
7794 2d" Bulk 1,590
7792 3" Bulk 2,380
7789 3d" Bulk 3,250
7790 4" Bulk 4,030

Galvanized conduit - standard radius - 90°

Meter Mast
Cat. Pipe
No. Size Length

5622-SH 2" 84"
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