
Application 
•	 4QS liquidtight connectors and liquidtight flexible metallic 

conduit are used in applications where conditions of installation, 
operation or maintenance require flexibility or protection from 
liquids, vapors or solids. Examples include machine tool 
building, motor and transformer terminations, robotics assembly 
and air conditioning equipment installation.

Features
•	 Tapered male hub threads — NPT.
•	 Compact, slim diameter with small turning radius.
•	 Furnished with locknut and sealing ring.
•	 Liquidtight/raintight/oiltight.
• 	 UL Listed liquidtight flexible metal conduit fittings from 
	 3/8” thru 1-1/4” trade sizes are suitable for grounding.
•	 Suitable for wet locations.
•	 Long ferrule prevents pullout and tight bend conduit “pop-out”.

Standard Material/Finish
•	 3/8” thru 1” Straight: steel/zinc plated
•	 1 1/4” thru 2” Malleable iron
•	 45˚ and 90˚ angles/body: malleable iron/zinc plated 
•	 Gland nut, ferrule and locknut: steel/zinc plated

Certifications and Compliances
•	 UL Standard: 514B
•	 UL Listed: E11853
•	 CSA Standard: C22.2 No.18.3
•	 CSA Certified: 009795
•	 NEMA: FB-1

Related Products
•	 Bonding locknuts are recommended in hazardous locations

Trade Size 
(Inches)
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Dimensions in Inches/Millimeters

A B C
Type 4QS-38 — Type 4QS-200 -- Steel/zinc plated

3∕8 (1∕2 
knockout) 4QS-38 4QS-38T 0.88/22.4 0.63/16.0 1.09/27.7

C

A

B

1∕2 4QS-50 4QS-50T 0.72/18.3 0.63/16.0 1.19/30.2

3∕4 4QS-75 4QS-75T 0.81/20.6 0.63/16.0 1.44/36.6

1 4QS-100 4QS-100T 0.97/24.6 0.66/16.8 1.75/44.5

Malleable Iron 
1-1∕4 4QS-125 4QS-125T 1.19/30.2 0.67/17.0 2.16/54.9

1-1∕2 4QS-150 4QS-150T 1.28/32.5 0.72/18.3 2.38/60.5

2 4QS-200 4QS-200T 1.34/34.0 0.72/18.3 2.88/73.2

45° Type 4QS-438 — Malleable Iron -- Type 4QS-4200
3∕8 (1∕2 

knockout) 4QS-438 4QS-438T 1.25/31.8 0.63/16.0 1.09/27.7 C

A
B

1∕2 4QS-450 4QS-450T 1.38/35.1 0.63/16.0 1.19/30.2

3∕4 4QS-475 4QS-475T 1.50/38.1 0.63/16.0 1.44/36.6

1 4QS-4100 4QS-4100T 1.81/46.0 0.66/16.8 1.75/44.5

1-1∕4 4QS-4125 4QS-4125T 2.00/50.8 0.69/17.5 2.16/54.9

1-1∕2 4QS-4150 4QS-4150T 2.31/58.7 0.72/18.3 2.38/60.5

2 4QS-4200 4QS-4200T 2.56/65.0 0.72/18.3 2.88/73.2

90° Type 4QS-938 — Malleable Iron -- Type 4QS-9200

3∕8 (1∕2 
knockout) 4QS-938 4QS-938T 1.59/40.4 0.63/16.0 1.09/27.7

C

A

B

D

1∕2 4QS-950 4QS-950T 1.66/42.2 0.63/16.0 1.19/30.2

3∕4 4QS-975 4QS-975T 1.78/45.2 0.63/16.0 1.44/36.6

1 4QS-9100 4QS-9100T 2.19/55.6 0.66/16.8 1.75/44.5

1-1∕4 4QS-9125 4QS-9125T 2.38/60.5 0.69/17.5 2.16/54.9

1-1∕2 4QS-9150 4QS-9150T 2.63/66.8 0.72/18.3 2.38/60.5

2 4QS-9200 4QS-9200T 3.06/77.7 0.72/18.3 2.88/73.2

Suitable for use in Class I, Division 2
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Visit our website at www.appletonelec.com or contact us at (800) 621-1506.  
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ETP 4QS Straight 45° and 90° Steel Liquidtight Fittings


